
VANITY
I N S T A L L A T I O N

Feel free to contact us for more information or if you 
have any questions with installing your vanity.

Call us: 1300 884 081
Email: support@fontaineind.com.au

CONTACT US

fontaineind.com.au

BEFORE INSTALLING:
Fontaine Industries recommends using a qualified 
tradesperson to complete your installation to ensure your 
products are installed to relevant building codes, Australian 
standards and to maintain your product warranty.

IMPORTANT
INFORMATION
You must carefully inspect all items to ensure they are  
correct and no damage has occurred in transit. 

Keep all packaging aside until the installation has been 
completed. If the damage has occurred or there are clear 
defects visible, do not proceed with the installation. You need 
to contact Fontaine Industries immediately and provide images 
of the defects.

Installing the product is deemed accepting the condition of  
the product as installation will void any damage or defect 
claim.

MAINTENANCE
This product should not be cleaned using abrasive materials 
or cleaners. To maintain the finish on your cabinet and top 
use a soft cloth or weak solution of non-abrasive detergent. 
Do not use corrosive or abrasive cleaning agents containing 
acids or scouring agents. Bleaches can also discolour products 
and therefore should not be used. Natural timber and stone 
finishing requires special care. Please contact us if you would 
like more information.

It is important to ensure water is cleaned from the cabinet 
after use. Remember the materials used in construction of the 
cabinet are water resistant not water proof; care must always 
be taken to dry any water spillage or leakage to prevent water 
damage. Regular checks are recommended to ensure the finish 
stays in pristine condition. 

The bathroom should be properly ventilated to ensure there is 
no excess moisture and condensation which can result in water 
damage to the cabinet.  

Damage caused by any improper treatment is not covered by 
warranty. See full warranty for further details on exclusions.



WALL MOUNTED
PREPARATION
Ensure the walls are vertically and horizontally straight so the 
vanity is hard against the wall once installed. If you install 
the vanity on a wall that is not straight you may experience 
warping and twisting that will affect the function of alignment 
and drawers. See figure (a).

You may find it useful to remove drawers and doors. Do so 
carefully and set aside all components in a clear, dry and safe 
location so they do not get damaged.

Locate and mark the studs on the supporting wall. The 
cabinet needs to be fixed into the wall directly into the studs 
or pre-placed noggins.

Use the fixing bracket provided if applicable. If the stud 
positioning does not align with the fixing brackets, the 
cabinet must be additionally secured through the backboard, 
supporting the top board and bottom board (if required) into 
the stud. See figure (d) for best load bearing fixing points. If 
there are insufficient studs to support the vanity, noggins or 
additional studs are required to fix the vanity onto.

Mark the ideal position and height of the vanity on the wall 
by using the cabinet as a guide. You may find it helpful to 
use a leveled temporary support length of timber under the 
vanity to help with the install. See figure (c).

INSTALLATION
Once you have drilled the holes on the backboard of your 
installation you can place your vanity on your marked wall. 
Check that the cabinet is level prior to fixing.

Fix the cabinet to the supporting wall ensuring the correct 
fixing (screw/dynabolt) is used for the installation. Secure the 
fixing brackets on the back of the cabinet along with enough 
evenly placed fixing points on the top section (primary) and 
bottom section (secondary) as required to sufficiently hold the 
cabinet onto the supporting wall.

Get your plumber to intall the plumbing as required ensuring 
that the connections are not placing stress on the cabinet and 
that they are water-tight. There must not be water leakage into 
the cabinet.

The vanity needs to be caulked using a bead of silicone along 
the top of the cabinet, along with all the edges that meet the 
wall. Sealing all edges will help prevent water penetration into 
the cabinet. Sealing is also required after installing the stone 
top and/or basin. See figure (e).

Adjust shelves and secure doors/drawers in place which may 
have misaligned in transportation or installation.

Account for the cabinet top overhang particularly when 
installing against a side wall. Also account for the final basin 
height when setting the position of the cabinet.

Whilst in position, mark the plumbing locations on the back of 
the vanity backboard. They need to be drilled out according to 
your requirements, along with the drilling pilot holes to secure 
the cabinet into the supporting wall. Ensure that the vanity is 
level to allow precise guides for cutting and installing.
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FREESTANDING
PREPARATION
Ensure your walls are vertically and horizontally straight so the 
vanity is hard against the wall once installed. If you install your 
vanity against a wall that is not straight you may experience 
warping and twisting that will affect the function of alignment 
and drawers. See figure (a).

You may find it useful to remove drawers and doors before 
installation. Please do so carefully and set aside all components 
in a clear, dry and safe location so they do not get damaged.

Mark the ideal position of the vanity on the wall by using the 
cabinet as a guide. Mark the plumbing locations on the back 
of the vanity backboard. They need to be drilled out according 
to your requirements. Ensure that the vanity is level to allow 
precise guides for cutting and installing.

(b)

INSTALLATION
Get your plumber to intall the plumbing as required ensuring 
that the connections are not placing stress on the cabinet and 
that they are water-tight. There must not be water leakage into 
the cabinet.

The vanity needs to be caulked using a bead of silicone along 
the top of the cabinet, along with all the edges that meet 
the wall and floor. Sealing all edges will help prevent water 
penetration into the cabinet. Sealing is also required after 
installing the stone top and/or basin. See figure (f).

Adjust shelves and secure doors/drawers in place which may 
have misaligned in transportation or installation.

(f)

(a)


